
 

   

 

 

An Equal Opportunity Employer M/F/V/H 

February 28, 2017 
File No: 01.00171521.52 
 
 
Massachusetts Department of Environmental Protection 
Bureau of Waste Site Cleanup 
Northeast Regional Office 
205B Lowell Street 
Wilmington, Massachusetts 01887 
 
Re:    Release Abatement Measure (RAM) Status Report No. 2  
   Construction-Related Remediation Activities 
  Former Everett Staging Yard 
 1 Horizon Way, Everett, Massachusetts 
 Release Tracking Number (RTN) 3-13341 
 
To Whom It May Concern: 

GZA has prepared this Release Abatement Measure (RAM) Status Report on behalf of Wynn 
MA, LLC (Wynn MA) to document construction-related RAM activities completed between 
August 6, 2016 and January 31, 2017, at the Former Everett Staging Yard Disposal Site (the 
“Site”) and neighboring properties, which are collectively referred to as the RAM Project 
Area.  The RAM Plan for these activities was prepared by GZA on behalf of Wynn MA and filed 
with the Massachusetts Department of Environmental Protection (MassDEP) on May 3, 2016.  
The RAM Plan has been modified twice since May 3, 2016.  RAM Plan Modifications were 
filed with MassDEP on November 16, 2016 and February 2, 2017.  A Site Locus Map is 
presented as Figure 1; the RAM Project Area is shown on Figure 2; and a Site Plan is included 
as Figure 3. 

This is the second RAM Status Report for construction-related activities at the Site.  This RAM 
Status Report was prepared following guidance contained in Section 40.0445 of the 
Massachusetts Contingency Plan (310 CMR 40.0000), and is subject to the Limitations in 
Appendix B.  The original RAM transmittal form (BWSC-106) was electronically signed and 
submitted online to MassDEP using eDEP concurrent with this submittal.  A copy of BWSC-
106 is also included as Appendix A.    

The Site has been designated as a Public Involvement Plan (PIP) Site per Section 40.1404 of 
the MCP.  A Notice of Availability of this RAM Status Report has been emailed to local officials 
and residents on the PIP mailing list.  A copy of this RAM Status Report has also been made 
available at the designated information repositories, on the Wynn Boston Harbor website 
(www.wynnbostonharbor.com), and on eDEP. 

EXECUTIVE SUMMARY 

As summarized in prior MCP submittals, soil, groundwater, and sediment at the Site have 
been contaminated by historical industrial site uses.  The May 3, 2016, RAM Plan and the 
November 16, 2016, and February 2, 2017, RAM Plan Modifications outline MCP Response 
Actions that will be completed during construction, including the excavation and off-Site 
disposal of contaminated soils, the dredging of contaminated sediment, the sampling for 
asbestos in soil, perimeter dust monitoring, work-zone monitoring, the placement of clean 
fill materials at locations within the RAM Project Area, and off-Site disposal.   

http://www.wynnbostonharbor.com/
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The majority of activities completed during this performance period were associated with the additional pre-
characterization of soils, sampling for asbestos in soil, perimeter and work-zone air monitoring, groundwater withdrawal 
and treatment, coordination with various disposal facilities for the management of Remediation Waste, and the off-Site 
disposal of soils at appropriately permitted disposal facilities.  RAM activities performed at the Site followed a Site-specific 
Health and Safety Plan (HASP) as outlined in the RAM Plan and RAM Plan Modifications.     

RAM activities performed during this reporting period included: 

 Advancement of approximately 425 soil borings and over 500 test pits during additional disposal pre-characterization 
sampling and sampling for asbestos in soil; 

 Collection and laboratory analyses of approximately 151 additional pre-characterization soil samples from within the 
area of the proposed building and garage, the southern convention center area, site utility corridors and areas of 
proposed underground structures for soil management and disposal characterization purposes; 

 Submittal of a RAM Plan Modification on a November 16, 2016 for sampling and on-Site management of asbestos-
impacted soils.  The RAM Plan Modification was prepared in tandem with a Non-Traditional Asbestos Abatement Work 
Plan (NT Plan).  A second RAM Plan Modification was submitted to MassDEP on February 2, 2017, which revised the 
provisions for perimeter and interior air sampling; 

 Collection and laboratory analyses of approximately 2,452 soil samples for asbestos in soil by Massachusetts-certified 
laboratories using Polarized Light Microscopy (PLM); 

 Collection and laboratory analyses of soil samples from on-Site stockpiles generated from waterfront excavation 
and/or utility installations for soil disposal characterization;  

 Collection and analyses of slurry wall spoils generated during the installation of slurry wall panels; 

 Treatment of groundwater pumped from excavations, prior to discharge; 

 Collection and analyses of influent and effluent (treated) groundwater samples following the requirements of the 
Remediation General Permit (RGP);  

 Continuous perimeter air monitoring via AirLogics stations; 

 Earthwork activities associated with utility, foundation, and vent tunnel construction;  

 Off-Site disposal of approximately 550,550 tons of soils at appropriately permitted In-State and Out-of-State disposal 
facilities following Bill-of-Lading (BOL) or Material Shipping Record (MSR) procedures; 

 Maintenance of site erosion controls; and 

 Removal of miscellaneous materials (concrete obstructions, wood debris, steel, etc.) for off-Site recycling/disposal at 
appropriately permitted facilities. 

INTRODUCTION 

The Site is the location of a resort being developed by Wynn MA, and is comprised of the former Everett Staging Yard and 
several neighboring properties.  These areas are summarized below.   
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The Former Everett Staging Yard Site is located on the northern bank of the Mystic River in Everett, MA (Figure 2).  The 
upland portion of the Site comprises approximately 21.75 acres of land, and the water-side portion comprises 
approximately 8.44 acres seaward of mean high water (MHW), including part of the Mystic River channel and an 
embayment in the southeast corner of the property.   Different portions of the Project RAM Area are referred to as follows: 

 Former Everett Staging Yard Disposal Site: the MCP disposal site identified by MassDEP RTN 3-13341; 

 Upland Property: the upland portion of the former Everett Staging Yard; 

 Water-Side Site:  the water-side portion of the Disposal Site, where contaminants released from the Upland Property 
have come to be located in sediment in the Mystic River; and 

 Channel:  A historically dredged navigational channel within the embayment (bottom contours generally on the order 
of -16 to -18 feet NAVD88). 

The following project activities are included in this RAM: 

 Earthwork, construction dewatering, foundation construction, and utility installation for a building with three levels 
of below ground parking, with a footprint of approximately 500,000 square feet; 

 Earthmoving and grading for landscape and open space amenities, including a proposed Harborwalk along the 
waterfront; and 

 Earthwork and dredging to construct significant improvements along the currently structurally and ecologically 
degraded shoreline, including: 

o Construction of a replacement bulkhead comprised of concrete pile-supported deck above a stone slope 
revetment, along a section of the northwestern embayment shoreline; 

o Construction of a replacement steel sheet-pile bulkhead along the northern and eastern embayment shoreline, in 
lieu of the existing deteriorated timber and stone bulkheads;  

o Waterfront access to the Site via new floating docking facilities to be constructed in the embayment; and 

o Creation of a “living shoreline” of restored salt marsh and vegetated coastal bank along the waterfront.   

Wynn MA also controls or has negotiated easements on contiguous parcels that will be developed to provide vehicular 
access to the resort; these properties are referred to as the “neighboring properties” in this RAM.  As shown on Figure 2, 
these lots include Parcels 1, 2, and 3 formerly owned by the Massachusetts Bay Transportation Authority (MBTA; 
80 Broadway) and additional portions of this property still owned by the MBTA; properties at 20 and 38-50 Broadway; a 
portion of the property at 3 Charlton Street that is traversed by the proposed Service Road; the property at 128 Broadway; 
and the property at 150 Alford Street.  The following project activities on these parcels are included in this RAM: 

 Construction of the primary Access Driveway to the resort across Parcel 1 and the properties at 20 and 
38-50 Broadway and 150 Alford Street; and 

 Construction of a Service Road and associated utilities across Parcels 2 and 3 and a portion of the property at 3 
Charlton Street, additional portions of the 80 Broadway property, 128 Broadway, and portions of Charlton Street and 
Broadway. 
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DESCRIPTION OF RELEASE, SITE CONDITIONS AND SURROUNDING RECEPTORS 

The following sections provide a brief description of the RAM Project Area, regulatory history, and release conditions being 
addressed by the RAM.    

FORMER EVERETT STAGING YARD – UPLAND PROPERTY 

The Site is located at 1 Horizon Way in Everett, Massachusetts (Figure 1) and lies within the disposal site boundary for RTN 
3-13341.   The Upland Property is an irregularly shaped parcel of land roughly bounded by Alford Street to the east, MBTA 
railroad tracks to the west, an MBTA bus repair and maintenance facility to the north, and the Mystic River to the south.  
The Site includes a peninsula of land that extends southerly into the Mystic River, and most of the small embayment 
located eastward of the peninsula (Figure 2).  

The ground surface at the Site is generally flat with a gentle slope toward the southwest, with ground surface elevations 
ranging from approximately 8 to 13 feet NAVD88.  Subsurface conditions generally consist of fill over a variable sequence 
of naturally deposited organics, sand and gravel, and silty clay over weathered rock and bedrock.  Filling over naturally 
deposited materials occurred in the area of the Site from the late 1800s through the early 1960s.  More recent naturally 
deposited sediments along the shoreline include sand, silt, and organics.  Depth to groundwater ranges from 
approximately 4 to 10 feet.     

Access to the Upland Property is limited by the presence of a chain-link fence with two gates: one gate is in the eastern 
portion of the Site, along Horizon Way.  Security personnel control access to the Site at each of the gates. 

The Site is abutted to the northeast by a bus maintenance and repair facility operated by the MBTA; to the southeast by 
properties along Alford Street, including facilities operated by the Boston Water and Sewer Commission (BWSC) and the 
Massachusetts Water Resources Authority (MWRA); to the southwest by the Mystic River; and to the northwest by 
railroad tracks for the MBTA Commuter Rail, beyond which are several large commercial/retail buildings associated with 
the Gateway Center.   

According to a Massachusetts Geographic Information System (MassGIS) map, the Site is not located in or within 500 feet 
of a Zone II public water supply, potentially productive aquifer, a Zone A surface water body, an Interim Wellhead 
Protection Area, a protected wetlands habitat, or an Area of Critical Environmental Concern.  Protected open space 
associated with Gateway Park is located approximately 400 feet to the northwest of the Site. 

Investigations conducted between 1995 and the present have identified several contaminants in soil, groundwater, and 
sediments at the Disposal Site, including metals, volatile organic compounds (VOCs), volatile petroleum hydrocarbon 
(VPH) fractions and target analytes, semi-volatile organic compounds (SVOCs), extractable petroleum hydrocarbon (EPH) 
fractions and target analytes, and polychlorinated biphenyls (PCBs). The sources of contamination at the Disposal Site 
include past industrial operations and the placement of contaminated fill.  According to historic reports, the Site was 
occupied by the Cochran Chemical Company, the Merrimac Chemical Company and the Monsanto Chemical Company 
from the late 1800s until the late 1960s.  The buildings on the land-side portion of the Site were razed in the 1970s.  The 
land-side portion of the Site has been used primarily as a material storage and staging yard since the mid-1990s, when 
rock and fine-grained sediment (“tunnel muck”) from the construction of the Deer Island Outfall was stockpiled on it in a 
1- to 7-foot-thick layer.  Other than temporary office trailers, there are currently no buildings at the Site. 

The 1 Horizon Way property (also referred to as 22 Chemical Lane in MassDEP’s Sites Database,) was briefly used as a 
staging area for concrete-encased utilities excavated from a property in Boston in November 1999.  RTN 3-18971 was 
issued by MassDEP in November 1999 after it was discovered that the concrete-encased materials brought to the Everett 
location from Boston included transite, an asbestos-containing material (ACM).  Asbestos abatement was performed in 
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December 1999 in accordance with a work plan approved by MassDEP, and included the removal and off-property disposal 
of approximately 20 cubic yards of material.  A Class A-1 RAO (Permanent Solution with no restrictions) was filed in January 
2000 for this RTN.   

Wynn MA acquired the former Everett Staging Yard on January 2, 2015.  On February 5, 2015, Wynn MA filed an Eligible 
Person Submittal and a Revised Tier II Classification with MassDEP for RTN 3-13341.  The Eligible Person Submittal outlined 
plans to address three impacted areas of the Site as part of a separate Pre-Construction RAM, and plans to remove 
additional contaminated fill materials in concert with Site redevelopment, which is being performed as part of this 
Construction-Related RAM.  The Pre-Construction RAM Completion Report and Immediate Response Action Completion 
Report (filed under RTNs  3-13341 and 3-33284), which summarized remediation activities for the three areas was filed 
with MassDEP on August 4, 2016.   

WATER-SIDE SITE 

Historic releases of oil and hazardous material (OHM) at the Site have also resulted in impacts to sediments in the Mystic 
River and embayment (i.e., the Water-Side Site).  A Stage II Ecological Risk Characterization prepared by Menzie-Cura in 
2006 concluded that the OHM in sediment presented a significant risk of harm to the benthic (bottom dwelling) 
community.  The nature and extent of OHM at the Water-Side Site were further delineated by more recent Supplemental 
Phase II assessment activities conducted by GZA and by AMEC, the results of which were presented in a Supplemental 
Phase II Comprehensive Site Assessment (CSA) Report and a Revised Supplemental Phase II CSA Report, submitted to 
MassDEP in December 2015 and December 2016, respectively.   

Based on contaminant concentration distribution within the Water-Side Site sediments, and on statistical comparisons 
between Water-Side Site data and Local Conditions samples, the Phase II reports identified several Contaminants of 
Potential Ecological Concern in sediment associated with the Site. An approach for addressing this contamination will be 
presented in a forthcoming Phase III Report.   

NEIGHBORING PROPERTIES 

20 AND 38-50 BROADWAY 

These parcels are contiguous, extending from southwest (#20) to northeast (#38-50) along the northwest side of 
Broadway.  The 20 Broadway Street property (“Lot D”) is used, temporarily, for vehicle storage.  The property at 38-
50 Broadway Street is occupied by a convenience store, a Mobil gas station, and Dunkin’ Donuts shop.  The RAM Plan 
refers to this property as 38-50 Broadway based on the deed for the parcels.  However, this location is referred to in some 
records as 30 Broadway.  

The property at 38-50 Broadway has been operated as a gas station since the mid-1900s; the existing Mobil station was 
built in the late 1990s.  Records indicate that there are three underground storage tanks (USTs) at the property.  The USTs 
include one 14,000-gallon gasoline UST, one 10,000-gallon gasoline UST, and one 6,000-gallon diesel UST.  GZA did not 
observe surficial evidence of USTs (i.e., fill ports, vent pipes, pavement repairs, etc.) on the other parcels.   

The MBTA bus maintenance facility is to the northwest; Horizon Way, across which is Lot 2, is to the southwest of 
20 Broadway; and various commercial and industrial properties are to the southeast across Broadway and Bow Street.  
The property to the northeast of 38-50 Broadway is occupied by the Honda Cars of Boston dealership; the portion of that 
property immediately abutting the 38-50 Broadway property is a fenced, unpaved area used to store vehicles available 
for sale by the dealership. 
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No releases have been reported for the 20 Broadway property.  It is not a disposal site as defined by the MCP.  However, 
given the known historic filling and urban, industrialized history of the area, soil and groundwater generated during 
construction activities at this location will be managed as part of this RAM. 

MassDEP’s Sites database indicates that two releases have been reported for the address of 30 Broadway, aka Parcel F, 
under RTNs 3-2526 and RTN 3-14553, and that RAO statements without any associated deed restrictions have been filed 
for both RTNs.   

In December 1998, MassDEP issued RTN 3-17760 for 38-50 Broadway (referenced as 38-48 Broadway on MassDEP’s online 
database) for a release associated with a former underground storage tank at the property.  The tank was removed, and 
subsequent response actions included the excavation and off-site disposal of approximately 585 tons of petroleum-
contaminated soils.  As part of a Class A-3 RAO, an AUL was filed in 2001, amended in 2009, and covers the entire property.  
Restricted uses for 38-40 Broadway include residential use of the property; use of the property for growing fruits or 
vegetables intended for consumption; use of the property for a school or day care facility; and any other activity that 
would result in uncontrolled exposures to soils at the property, unless evaluated and approved by a LSP.  The extent of 
the AUL area is shown on Figure 2.   

A second RTN (3-18291) was generated for 38-50 Broadway (referenced as 38 Broadway on MassDEP’s online database) 
during redevelopment activities in late 1998 when the characterization of soils for off-site disposal indicated that 
concentrations of certain polycyclic aromatic hydrocarbons (PAHs) and lead in stockpiled soils were above MCP Reportable 
Concentrations.  The stockpiled soil was disposed of off-site under the RAM provisions of the MCP.  The RTN is currently 
classified as DEPNFA (No Further Action) by MassDEP.   

A third RTN (3-27571) was generated on March 15, 2008 for 38-50 Broadway after gasoline was released to the ground 
surface as a result of a customer overfilling a vehicle gasoline tank.  The release was reported to MassDEP, and was 
remediated using absorbent materials.  A Release Notification Retraction was submitted to MassDEP on March 27, 2008.   

PARCELS 1, 2 AND 3 (FORMERLY PART OF THE MBTA REPAIR FACILITY AT 80 BROADWAY) AND ADDITIONAL PORTIONS OF 
80 BROADWAY 

Parcel 1 is a paved lot located in the southeastern portion of the MBTA property and includes a small shed-like building 
on the southern portion of the property.  Metal storage containers in the vicinity of the shed were used to store bus parts.  
The parcel is abutted by additional paved portions of the MBTA bus maintenance facility to the north and west, by Horizon 
Way to the southwest, and by the 20 and 38-50 Broadway properties to the northeast.   

Parcel 2 consists of a strip of paved land located along the northeastern border of the MBTA property, extending 
approximately to the 3 Charlton Street property; various commercial properties along Broadway adjoin this parcel to the 
east.   

Parcel 3 consists of a strip of paved land located along the western border of the MBTA property; railroad tracks adjoin 
this property to the west.  An electrical tower is located in the south-central portion of the parcel.   

The additional portions of 80 Broadway included in this RAM Plan consist of paved areas contiguous with Parcels 1, 2 and 
3.   

Several RTNs have been identified for 80 Broadway Street, the address of the MBTA’s bus maintenance facility; some 
cover the property as a whole and some apply only to smaller areas within the property.  The following RTNs pertain to 
portions of the 80 Broadway property within the RAM Project Area. 
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On November 6, 2003, MassDEP issued RTN 3-23351 following notification of the presence of elevated concentrations of 
arsenic (35 mg/kg) and PAHs in soil.  The source of the elevated PAHs and arsenic was attributed to the presence of coal 
ash associated with urban fill.  OHM concentrations in groundwater were reported to be below reportable concentrations.  
A Class B-1 RAO (i.e., no restrictions on future activities or uses) was filed for RTN 3-23351 in 2005.    

A Utility Related Abatement Measure (URAM) was performed in 2005 for NSTAR Electric & Gas.  According to the report, 
NSTAR constructed a subsurface 115kV electric power transmission line connecting to the above-ground transmission line 
located on the MBTA property.  The line extends from the Mystic Station electric power generating facility along Alford 
Street and Broadway to Chemical Lane to the MBTA property.  Because the MBTA property was a listed MCP site, NSTAR 
notified MassDEP of the proposed work and MassDEP issued RTN 3-24832 for the subsurface utility work.  Approximately 
400 tons of soil was generated during the construction work; most of this was re-used as backfill, but approximately 
69 cubic yards of soil was transported off-site for use as daily cover material at a Massachusetts landfill.  Water generated 
during construction dewatering was recharged on-site within 100 feet of the excavation.   

3 CHARLTON STREET 

The property was formerly occupied by a multi-tenant commercial structure consisting of several interconnected buildings 
that were formerly used for industrial purposes.  The 3 Charlton Street property is adjoined by railroad tracks, across which 
are the Gateway Center and vacant land, to the northwest and north; by Brickyard Lane, across which are a multi-story 
parking garage and newly constructed condominium buildings, to the northeast and east; and by the MBTA bus repair 
property to the south.  Construction activities associated with this RAM will be implemented at only a portion of this 
property where the proposed Service Road traverses a portion of the 3 Charlton Street property. 

Four RTNs have been issued for 3 Charlton Street (aka 9 Charlton Street).   

RTN 3-1850 was issued to the former New England Bolt site on October 28, 1987 due to the presence of elevated 
concentrations of arsenic and beryllium in site soil.  A Class A-3 Response Action Outcome Statement, was submitted to 
MassDEP on June 9, 2005.  An AUL covering the northern portion of the property, filed as part of the RAO for RTN 3-1850, 
allows all commercial or industrial uses of the property.  The AUL prohibits re-location of petroleum-impacted soil to 
another location on the property without the development and implementation of a Soil Management Plan; prohibits the 
use of the property as a residence, school, nursery, daycare or recreational facility without an LSP Evaluation Opinion 
stating that such use is consistent with maintaining a condition of NSR; and prohibits the construction of a new building 
without the use of a vapor barrier and a passive sub-slab venting system to prevent the migration of VOCs into the building. 

RTN 3-19103 was issued on December 21, 1999 due to the detection of the volatile organic compound 
1,1-dichloroethylene in the groundwater at a concentration of 17 ug/L.  This RTN was closed by linking it to RTN 3-1850 
on December 18, 2000.  

This RTN 3-24168 was issued on August 20, 2004, due to the detection of reportable concentrations of VOCs, petroleum 
fractions, and benzo(a)anthracene, a PAH compound, in the soil.  The RTN was closed by linking it to RTN 3-1850 on 
October 13, 2004. 

RTN 3-24699 was issued on March 14, 2005, due to the detection of reportable concentrations of petroleum hydrocarbons 
in soil and groundwater.  A Downgradient Property Status (DPS) Opinion relative to this release was submitted to MassDEP 
on June 9, 2005.  The DPS attributed alkane solvents detected in the groundwater to a release at the adjoining former Hub 
Fabric Facility. The DPS area overlaps portions of the areas of petroleum releases identified on the 3 Charlton Street 
property.   
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This property was recently redeveloped with a new low-rise office building being utilized as a construction field office by 
Wynn MA.  This redevelopment was conducted as a post-RAO RAM under a separate RTN (3-1850). 

128 BROADWAY 

This property is situated on the northwest side of Broadway and was formerly occupied by a McDonald’s Restaurant. The 
MBTA bus maintenance facility adjoins the property to the northwest; a Honda automobile dealership at 100 Broadway 
adjoins the property to the southwest; a Public Storage facility at 140 Broadway adjoins the property to the northeast; 
and mixed commercial and residential properties are located across Broadway to the southeast. 

No releases have been reported for the 128 Broadway property, and it is not a disposal site as defined by the MCP.  Given 
the known historic filling and the urban, industrialized history of the area, soil and groundwater generated during 
construction activities at this location will be managed as part of this RAM. 

150 ALFORD STREET 

This property is situated on the corner of Horizon Way (formerly known as Chemical Lane) and Alford Street in 
Boston/Charlestown. The MBTA bus maintenance facility and the property at 20 Broadway are across Horizon Way to the 
northeast of 150 Alford Street; paved land and a vacant building are to the northwest; a building occupied by the Boston 
Water and Sewer Commission is to the southwest; and industrial and commercial property is across Alford Street to the 
southeast. Alford Street becomes Broadway at the Everett/Boston city line. 

No releases have been reported for the 150 Alford Street property, and it is not a disposal site as defined by the MCP. 
Given the known historic filling and the urban, industrialized history of the area, soil and groundwater generated during 
construction activities at this location will be managed as part of this RAM.  This location is being used as a temporary 
parking lot and material staging area. 

RELEASE ABATEMENT MEASURE STATUS REPORT 

The following sections of this document are intended to address the specific requirements for RAM Status Reports as 
outlined in the MCP at 310 CMR 40.0445 (2) (a) through (e). 

(a) The Status of Response Actions 

The first RAM Status Report, dated August 31, 2016, documented construction-related RAM activities completed through 
August 5, 2016. This second RAM Status Report summarizes construction-related RAM activities performed between 
August 6, 2016 and January 31, 2017. 

Consistent with the prior RAM Status report, mobilization of equipment and materials to the Site is ongoing to support 
various phases of construction.  

The AirLogics perimeter air monitoring system has been monitored daily for PM10 particulates.  Additional details 
concerning AirLogics are presented below. 

Erosion and sedimentation controls, including staked straw bales and silt fencing, have been maintained along the top of 
Coastal Bank in accordance with the Wetlands Protection Act (WPA) Order of Conditions.  Best Management Practices 
(BMPs) are also employed in other constructed areas where water is generated.     

Materials Management Areas (MMAs) for the temporary storage of excavated soils have been maintained on the southern 
peninsula and in the area of the proposed convention center.  These areas are shown on Figure 3. 
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Obstructions (concrete and timbers) have been encountered and removed from areas within the construction footprint 
of the proposed building, along utility corridors, in the Service Road area, and in areas where subsurface structures are 
being constructed (e.g., vent tunnel).  The off-Site disposal of the concrete and timbers is documented in Section (c) below.   

As discussed in Section (b) below, over 425 soil borings and over 500 test pits were advanced during this reporting period 
for soil disposal characterization and to collect soil samples for asbestos analyses. 

As discussed in Section (b) below, approximately 2,452 soil samples were collected for laboratory analysis of asbestos 
using PLM methodology.   

Work zone monitoring was performed following the NT Plan protocols during asbestos sampling, soil excavation and 
loading.  There was continuous misting of work areas of known or suspect asbestos during these activities. 

Wheel-wash stations were constructed for vehicles and equipment used in areas of suspect or documented asbestos in 
soil.  Construction of a paved roadway was performed to facilitate loading rail cars with asbestos impacted soil. 

As discussed in Section (b) below, approximately 550,550 tons of soils were transported off-Site for disposal at 
appropriately permitted facilities during the reporting period.  Soils were transported following Bill-of-Lading and/or 
Material Shipping Record (MSR) tracking procedures. 

Approximately 10,450 tons of soil containing trace amounts (less than 1%) of asbestos were transported by rail for disposal 
at the Taylor County Landfill in Mauk, Georgia.  Soils were transported following Bill-of-Lading and Asbestos Shipping 
Record tracking procedures.  

In addition, asphalt, concrete and/or timbers were sampled, as necessary, for disposal characterization.  As summarized 
in Section (c), 294 truckloads of asphalt, concrete and timber piles were transported off-Site and disposed of at 
appropriately permitted facilities. 

The remaining slurry wall panels (63 of 103 total panels) and remaining LBE foundations (36 of 51 total LBEs) were installed.   
Pre-excavation to remove obstructions and guide-wall construction were performed at the panel and LBE locations.  Pre-
excavated panel and LBE locations were backfilled with flow-fill.   A vent tunnel structure was constructed in the northern 
area of the proposed resort; the vent tunnel extends to a depth of approximately 20 feet below grade.  Piles and mini-
piles were driven in the northern and southern portions of the Site. 

To date, 584 tiebacks have been installed and 16 tiebacks remain to be installed. In addition, approximately 100 of 367 
rock anchors have been drilled. 

The approximate area requiring further excavation within the bulk excavation area (corresponds to subsurface garage) for 
the Wynn Boston Harbor complex is shown on Figure 3. 

HEALTH AND SAFETY  

Work activities in the RAM Project Area are performed by personnel trained to handle contaminated materials per 
Occupational Safety and Health Administration (OSHA) Regulation 29 CFR 1910.120.  The original Health and Safety Plan 
governing GZA’s activities at the Site was attached to the RAM Plan.  That Health and Safety Plan was modified during the 
current reporting period to include additional environmental monitoring to evaluate the potential for airborne migration 
of asbestos fibers such that personal protective equipment (PPE) could be upgraded as necessary.  To date, all air 
monitoring results for asbestos fibers have been non-detect (ND). 
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WATER TREATMENT 

Groundwater encountered during construction excavations which require dewatering is pumped to the on-Site treatment 
system for treatment and discharge in accordance with a Remediation General Permit (RGP).  As discussed below in 
Section (b), the groundwater treatment system was modified in December 2016 to address exceedances of copper, iron, 
and cyanide during effluent sampling on December 12, 2016.  Corrective actions taken by the system operator included 
cleaning the system’s primary settling tanks, backwashing of carbon vessels, implementation of more frequent change 
outs of the bag filter units, replacement of the existing cation exchange filter media, and addition of anion exchange media 
(for the cyanide).  RGP discharge limits have since been met.  A dewatering sump detail and process flow diagram and a 
table summarizing the December 2016 and January 30, 2017 influent/effluent testing results are included in Appendix C. 

PERIMETER AIR MONITORING  

Perimeter dust monitoring is performed on a continuous basis.  The automated perimeter air monitoring system consists 
of four individual AirLogics SolarLite monitoring stations with associated analytical instrumentation, a meteorological 
station, a computer control system, and an alarm system linked to the analytical instrumentation by an integrated 
communication/telemetry package.  The meteorological station is used to identify which stations are upwind, downwind, 
or crosswind of Site activities on a real-time basis.   

The analytical instrumentation within each perimeter station consists of a respirable particulate meter for the 
measurement of dust as a surrogate for polynuclear aromatic hydrocarbons (PAHs) and metals.  The PIDs, along with the 
Respirable Particulate Meters, are housed in weather-tight enclosures.  The system operates on solar power, and is 
configured with on-board battery backup.  Data collected by the AirLogics system is used to evaluate compliance with the 
Site perimeter limits for dust developed as part of the RAM Plan, and to identify any need to suspend or modify 
remediation activities due to RAM-related air emissions.  Weekly summary sheets are included as Appendix D. 

As cited above, additional air monitoring was performed per requirements contained in the NT Plan and, the two RAM 
Plan Modifications, and per discussions with Mr. John Macauley and Mr. Andrew Clark of MassDEP.  In addition to AirLogics 
total dust monitoring, air monitoring during the reporting period included perimeter, work zone and interior site 
monitoring/sampling for potential airborne asbestos fibers.  Air samples are analyzed for asbestos using Phase Contrast 
Microscopy (PCM).   Laboratory analysis by Transmission Electron Microscopy (TEM) was performed on two samples that 
total fiber count exceeded the established limit criterion of 0.01 fibers per cubic centimeter.  TEM analysis on the two 
samples did not detect asbestos fibers.  Please refer to the RAM Plan Modifications and NT Plan previously submitted to 
MassDEP for additional details regarding monitoring protocols. 

DUST CONTROL MEASURES 

Dust control measures are continuously employed at the Site to limit dust generation.  These measures include covering 
trucks hauling soil off the RAM Project Area and covering roll-off containers and temporary stockpiles at the end of each 
day with either polyethylene sheeting or a spray-applied encapsulating agent (e.g., Gorilla Snot).  Truck wheel washing 
stations are located near the construction entrance (Horizon Way) and exit (Dexter Street) to mitigate the tracking of 
materials from the RAM Project Area onto public roadways. Construction entrances and roadways are being swept on an 
as needed basis and water sprays have been applied on a consistent basis to limit dust generation.    

Dust control measures specific to the NT Plan have also been employed for asbestos-related work activities and are similar 
to those outlined above. Please refer to the NT Plan and two RAM Plan Modification previously filed with MassDEP for 
additional detail. 
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PERMITS 

US Army Corps of Engineers (USACE) Permit No. NAE-2013-1026 was received from the New England District on 
December 12, 2016.   

A Notice of Change (NOC) for the Remediation General Permit (RGP) was submitted to EPA on December 8, 2016.  Copies 
of the NOC were also provided to the MassDEP’s Division of Watershed Management and to the City of Everett. 

(b)  Any Significant New Site Information or Data 

SOIL BORINGS, TEST PITS, SAMPLING AND ANALYSES 

From early August 2016 through January 2017, several phases of soil borings, test pits and soil sampling were performed 
within the RAM Project Area for additional soil disposal characterization, for delineation purposes, to characterize soil 
stockpiles, to characterize slurry materials, and to assess the presence of asbestos in soil.  During the reporting period 
over 425 soil borings were advanced at the Site by New England Boring Company (NEBC) of Derry, New Hampshire, and 
Geologic Earth Explorations (Geologic) of Norfolk, Massachusetts, using conventional hollow-stem auger drilling methods, 
drive and wash drilling methods, or GeoprobeTM sampling methods.  In addition, over 500 test pits were advanced by the 
Site’s general contractor, J. Derenzo Company (JDC) using various sized excavators.  A GZA field engineer monitored the 
borings and test pits and collected soil samples. 

Pre-Characterization Sampling and Analyses 

Pre-characterization soil samples and asbestos sample locations are identified in the field by cell coordinates which have 
been surveyed and marked using global positioning system (GPS) equipment (vertical and lateral controls).  Cell 
dimensions vary as well and reflect construction excavations for select features (building garage, rain harvest tank, utilities, 
etc.).  Samples were typically collected at 3.3-foot intervals within the footprint of the building’s garage (bulk excavation), 
southern convention center and northern portion of the proposed resort, with some variation due to subsurface 
obstructions or when encountering similar soil types in native materials.  Sample depths for utilities and various subsurface 
structures varied according to construction depths.  Cell locations are shown on Figure 3. Sample identifications for cells 
within the building followed a letter and numbering grid sequence (e.g., B01, B02, etc.), while other cell locations 
referenced the pre-characterization feature (e.g., UTP = utility test pit; DB = detention basin; SW = sewer water utility 
corridor; DL = drain line, SP = stockpile, etc.). 

Pre-characterization samples were typically analyzed for VOCs, SVOCs (including pyridine), Pesticides (including 
toxaphene), Herbicides, TPH, PCBs, MCP 14 metals, pH, Conductivity, Reactivity (cyanide and sulfide).  The majority of 
samples collected for delineation purposes were for TCLP metals (usually lead and/or arsenic), pyridine, toxaphene, and 
PCBs.  Samples were submitted to Alpha Analytical of Westborough, Massachusetts following chain-of-custody protocols. 
Laboratory data is summarized on Tables 1 through 5.  Laboratory data reports are provided in Appendix C.  

The analytical parameters and sampling frequencies were selected to satisfy acceptance criteria for disposal of materials 
at Massachusetts lined and unlined landfills (Table 1 parameters in Policy # Comm-97-001) or the acceptance criteria 
identified by out-of-state disposal facilities, and included MCP 14 metals to address RCS-1 facilities in Massachusetts.    

Asbestos in Soil Sampling and Analyses 

Due to the detection of asbestos in soil associated with demolition debris excavated during construction activities at the 
Site, a RAM Plan Modification was prepared in tandem with an NT Work Plan.  The NT Plan was prepared by Environmental 
Health & Engineering, Inc. (EH&E) of Needham, Massachusetts and was submitted to MassDEP on November 16, 2016.    



February 28, 2017 
File No. 01.0171521.52 

Massachusetts Department of Environmental Protection 
Page 12 

 

 

Proactive by Design 

 

Per the RAM Plan Modification and NT Plan, soil sampling for asbestos was performed in cells where demolition debris 
was visible and could potentially contain asbestos.  Soil samples were collected at a frequency of one four-point composite 
sample per 100 cubic yards of soil.  With this sampling approach, multiple asbestos samples were collected from 
designated pre-characterization cells. Quadrants that tested positive for asbestos in soil were identified on soil 
excavation/management figures prepared by GZA and the Contractor, Suffolk Construction. 

During this reporting period, approximately 2,452 soil samples were submitted to AEC Laboratories of Weymouth, 
Massachusetts, CEI Labs of Cary, North Carolina, or Proscience Analytical Services, Inc., of Woburn, Massachusetts for 
analysis of asbestos in soil by PLM methodology as discussed with MassDEP.  Laboratory analytical reports are provided 
in Appendix F.  

Of the 2,452 soil samples collected for asbestos analysis, 228 soil samples (approximately 9%) within 100 cells contained 
asbestos at trace levels (less than 1%), and 16 soil samples (approximately 0.6%) within 12 cells contained greater than 
1% asbestos.  Laboratory testing results for asbestos are included in Appendix F. 

RGP SAMPLING AND TESTING RESULTS 

As noted above, the on-Site groundwater treatment system was modified in December 2016 to address exceedances of 
copper, iron, and cyanide during effluent sampling on December 12, 2016.  GZA, on behalf of Wynn MA notified EPA 
Region 1 of the exceedances and of the proposed system upgrades.  Following the implementation of these upgrades, 
RGP discharge limits have been met.  

PERIMETER AIR MONITORING DATA 

AirLogics 

Perimeter dust monitoring has been performed on a continuous basis during this reporting period.  The AirLogics system 
used at the Site was configured to generate 15-minute time-weighted averages of particulate levels.  The system was 
programmed based on an action level for Respirable Particulate Matter (up to 10 micrometers in size (PM10)) of 1,400 
µg/m3 over upwind background along with warning level alarms set at lower thresholds designed to provide project 
personnel with an advance warning of potential air quality issues. Weekly air monitoring summary sheets for the week 
beginning August 8, 2016, through January 23, 2017, are included in Appendix E.  Air emissions were within perimeter 
action limits during this RAM performance period. Water trucks to control dust generation continue to be consistently in 
use at the Site. 

Asbestos-Related Activities and Monitoring 

As described in the first RAM Plan Modification and NT Plans, air sampling stations for asbestos sampling were established 
at the four Site perimeter stations (AirLogics locations) and at four interior site monitoring locations on the Site with two 
stations north of the garage excavation and two stations south of the garage excavation area.  Monitoring was also 
performed at four compass direction locations around individual work zones where asbestos-impacted soil was or could 
be disturbed. Samples were collected and analyzed for total airborne fibers, including but not specific to asbestos, using 
PCM methodology.  Samples were collected on 4-hour monitoring periods and analyzed on-Site for total fiber count for 
real-time evaluation on the day the work was being performed.   

Since the implementation of these air monitoring activities, no perimeter sampling results have exceeded the established 
action level of 0.010 f/cc.  One work zone sample and one interior site monitoring sample result exceeded the screening 
action level; however, subsequent follow-up testing using TEM laboratory methodology did not identify the presence of 
asbestos fibers in either sample. The absence of action level exceedances of asbestos fibers confirmed that the controls 
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put in place as part of the RAM Plan and RAM Plan Modification were effective at reducing migration of airborne fibers, 
and that the airborne migration of fibers is not a significant exposure pathway at the Site.   Thus, on February 2, 2017, 
following a discussion with Mr. Macauley of MassDEP, a second RAM Plan Modification was submitted to MassDEP which 
no longer required the perimeter and interior air sampling for total airborne fibers, but still required work zone monitoring 
where asbestos-impacted soil was or could be disturbed.   

Excavated soil containing asbestos was stockpiled at the Material Management Areas (refer to Figure 3).  Stockpiles were 
covered with Gorilla Snot™ for dust control.   

Equipment and vehicles that had contacted asbestos-impacted soil were decontaminated using a “wheel wash” prior to 
moving onto public streets. Wastewater from the decontamination facilities was processed through 5-micron filter bags 
and then directed through the on-Site treatment system. Used 5-micron filtration bags were disposed of as asbestos-
containing material. 

TRADITIONAL ASBESTOS ABATEMENT 

During excavation work by JDC, piping and/or tile (adhered to a buried historic building slab) containing asbestos was 
encountered at twelve (12) locations.   In accordance with MassDEP notification requirements in 310 CMR 7.15 and 
Department of Labor Standards (DLS) notification requirements contained in 453 CMR 6.12, online Asbestos Notification 
Forms (ANF-001) were filed as necessary.  NewRoads Environmental (NewRoads), a Massachusetts Licensed Asbestos 
Contractor (AC000822), contracted by JDC, performed the asbestos abatement and coordinated off-Site disposal of the 
abated asbestos materials.  Massachusetts-licensed asbestos monitors from LBP Solutions, LLC, of Foxboro, 
Massachusetts, provided third-party monitoring and clearance responsibilities during abatement activities. 

(c) Details of and/or Plans for the Management of Remediation Waste, Remedial Wastewater and/or Remedial 
Additives 

Since the initiation of the RAM activities in May 2016 through January 31, 2017, approximately 550,550 tons, of impacted 
materials (soils and slurry spoils) were removed from the Site and transported to one of seven facilities.  A breakdown of 
total soil volumes received per facility is presented below.  

 BFI Fall River Landfill in Fall River, Massachusetts (Unlined Landfill): approximately 108,300 tons under a BOL; 

 Turnkey Landfill (TREE) in Rochester, New Hampshire (RCRA D Facility): approximately 34,600 tons under a BOL;  

o Approximately 9,600 as Cover; and  
o Approximately 25,000 as Disposal. 

 Clinton Landfill in Clinton, Massachusetts (Unlined Landfill):  approximately 4,275 tons under a BOL; 

 Green Acres Soil Reclamation Facility in Uxbridge, Massachusetts (RCS-1 Facility): approximately 23,000 tons under a 
MSR;  

 Taunton Sanitary Landfill in Taunton, Massachusetts (Lined Landfill): approximately 3,425 tons under BOL;  

 Sunny Farms Landfill in Fostoria, Ohio (by railcar; a RCRA D Facility): approximately 366,500 tons under BOL;  

o Approximately 68,550 tons required treatment (stabilization) to eliminate toxicity characteristic of lead 
and/or arsenic prior to transport and disposal. 
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 Taylor County Landfill in Mauk, Georgia (by railcar; a RCRA D Facility): approximately 10,450 tons of soil with <1% 
asbestos under BOL and Asbestos Shipping Record; 

o Approximately 4,300 tons required treatment (stabilization) to eliminate toxicity characteristic of lead 
and/or arsenic prior to transport and disposal. 

The BOL, MSR, and Asbestos Shipping Record tracking documents will be provided to MassDEP in future RAM Status 
Reports.  Remediation Waste is tracked under the primary RTN for this project (RTN 3-13341 - former Everett Staging Yard 
Site).  

Although not considered a remediation waste, an additional 294 truckloads of concrete and timbers were sent to 
Northgate Recycling Facility in Revere, Massachusetts, C. Carney Recycling Solutions in Raynham, Massachusetts, and 
JDC’s facility in Brockton, Massachusetts.  Timbers removed from the marine environment were disposed of at JR Vinagro 
Corporation, Johnston, Rhode Island. 

Groundwater generated during construction dewatering is treated by an onsite treatment system, as described above, 
and discharged to the cove on the southern portion of the Site.   

Effluent from the treatment system is sampled monthly to comply with RGP requirements.   

(d) Any other information that the Department during its review and evaluation of a Status Report determines to 
be necessary to complete said Status Report, in view of Site specific circumstances and conditions 

No other specific information has been requested by the MassDEP. 

(e) An LSP Opinion as to whether the Release Abatement Measure is being conducted in conformance with the 
Release Abatement Measure Plan and any conditions of approval established by the Department 

The LSP Opinion concerning whether the RAM is being conducted in conformance with the RAM Plan is included on the 
Transmittal Form (BWSC106) attached to this RAM Status Report in Appendix A.  It is the LSP’s Opinion that this RAM is 
being conducted in general conformance with the May 3, 2016, RAM Plan and subsequent RAM Plan Modifications.    

Due to file size of this RAM Status Report and eDEP file size limitations for electronic submittals, Appendices D and E have 
been submitted separately using the BWSC126 Miscellaneous Document Transmittal Form. 

We trust this information satisfies your requirements.  Should you have questions, please feel free to contact the 
undersigned.  

Sincerely, 
GZA GEOENVIRONMENTAL, INC. 
 
 
 
Neal Carey       Matthew M. Smith  
Senior Manager       Consultant Reviewer 
 
 
 
Lawrence Feldman, LSP 
Senior Principal 
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Attachments: Table 1 - Companion Cell Delineation Samples Testing Results 
  Table 2 - Pre-Characterization Testing Results 
  Table 3 - Soil Stockpile Testing Results 
  Table 4 – Slurry Wall Spoils Testing Results 
  Figure 1 - Site Locus 
  Figure 2 - RAM Project Area 
  Figure 3 - Site Plan  
  Appendix A - Transmittal Form BWSC106 
  Appendix B - Limitations 
  Appendix C - Dewatering Documentation 
  Appendix D - Laboratory Reports (submitted separately using BWSC126) 
  Appendix E - AirLogics Weekly Reports 
  Appendix F - Asbestos Laboratory Reports (submitted separately using BWSC126) 
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Appendix A - Transmittal Form BWSC106  
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Appendix B – Limitations  







GEOHYDROLOGICAL LIMITATIONS 
Job Number 01.0171521.42 

Page | 3 
June 2016 

 

active by Design 

 

characterization of actual risks; but rather serve to highlight potential incremental risks associated with activities 
indicated in the Report. Actual risks may be other than indicated in the Report. 
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Appendix C - Dewatering Documentation  



18,000 gal. Weir Tank

18,000 gal. Weir Tank

Siphon Break

 P
R

O
JE

C
T

 N
o.

 2
-1

38
7

 Lockwood Remediation Technologies, LLC
 89 Crawford Street
 Leominster, MA 01453
 Office: 774-450-7177

 DESIGNED BY: LRT DRAWN BY: B.W.

 CHECKED BY: DATE: 12-7-16

Water Treatment System #2 Schematic 

 Wynn Casino
 One Horizon Way
 Everett, Massachusetts

J. Derenzo Company
   338 Howard Street
   Brockton, Massachusetts 02302

 F
IG

U
R

E
 N

o.
  

Notes:

1.)  Figure is not to scale
2.)  System is rated for 500 gallons per minute

Centrifugal Pump

Multi-Bag Filtration

P

P

P

P

Primary 10,000 lb. Liquid 
Carbon Vessel

Secondary 10,000 lb. Liquid 
Carbon Vessel

P

P

P

Ion Exchange Vessel

P

P

PEffluent/Discharge

Flow Meter/Totalizer

18,000 gal. Weir Tank

18,000 gal. Weir Tank

Blower

Aerator

Chemical Aided 
Settling System:

Flocculant

18,000 gal. Weir Tank

pH Adjustment 
System

Backwash
21,000 gal. Frac Tank

18,000 gal. Weir Tank

Submersible 
Pump

Dewatering 
Influent

Chemical Aided 
Settling System:

Coagulant

P

Hand  Off  Auto

18,000 gal. Weir Tank

18,000 gal. Weir Tank

Backwash
21,000 gal. Frac Tank



TREATMENT SYSTEM

Wynn Everett

One Horizon Way

Everett, Massachusetts

File No. 171521.52 
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1/9/2017

Influent Effluent Influent Effluent
12/29/2016 12/29/2016 1/3/2017 1/3/2017

1612776 1612776 1701008 1701008
199 199 204 204

Parameter units

Total Suspended Solids (TSS) mg/L 41 BDL (5) 8 5 30 mg/L SM 2540D (5 mg/L)

Cyanide (CN) ug/L 21.5 BDL (5.00) 58.3 BDL (5.00) 1.0 ug/l Method 335.4 (5 ug/L)

1,2 Dichloroethane (DCA) ug/L BDL (1.0) BDL (1.0) BDL (1.0) BDL (1.0) 5.0 ug/l Method 624 (5 ug/L); Method 8260C (5 ug/L)

Trichloroethene (TCE) ug/L BDL (1.0) BDL (1.0) BDL (1.0) BDL (1.0) 5.0 ug/l Method 624 (5 ug/L); Method 8260C (5 ug/L)

1,4-Dioxane ug/L 0.77 BDL (0.250) 0.432 BDL (0.250) Monitor Only Method 522 (0.1 ug/L); Method 8260C (50 ug/L)

Fluorene ug/L BDL (0.19) BDL (0.19) BDL (0.19) BDL (0.19) Total PAH = 100 ug/l Method 625 (5 ug/L); 8270D (5 ug/L)

Chloride mg/L 3200 4000 4700 3900 Monitor Only Method 300.0 (0.1 mg/L)

Arsenic ug/L 72.1 BDL (30.0) 246 BDL (30.0) 36 ug/l Method 6010C (20 ug/L); 7010 (3 ug/L); 6020A (1.0 ug/L)

Cadmium ug/L 1.4 BDL (0.5) BLD (0.5) BDL (0.5) 8.9 ug/l Method 7010 (0.5 ug/L); 6020A (0.2 ug/L)

Chromium III ug/L BDL (10) BDL (10) BDL (12) BDL (10) 100 ug/l Method 6010C (15 ug/L)

Copper ug/L BDL (4.0) BDL (12.0) BDL (4.0) BDL (4.0) 3.7 ug/l Method 6010C (15 ug/L); 6020A (0.5 ug/L)

Lead ug/L BDL (4.0) BDL (2.0) BDL (2.0) BDL (2.0) 8.5 ug/l Method 6010C (20 ug/L); 7010 (3 ug/L); 6020A (0.2 ug/L)

Nickel ug/L 5.0 BDL (12.0) BDL (12.0) BDL (4.0) 8.2 ug/l Method 6010C (20 ug/L); 6020A (0.2 ug/L)

Zinc ug/L 163 41.7 164 BDL (30.0) 85.6 ug/l Method 6010C (15 ug/L); 6020A (5 ug/L)

Iron ug/L 52500 106 195000 69.3 1,000 ug/l Method 6010C (20 ug/L)

Hardness mg/L 2.5 0.972 3.35 1.56 N/A N/A

Notes:
1. BDL = below detection limit noted in parantheses. 

BOLD = exceeds RGP effluent limits
N/A = not applicable; SM = standard method
2. Hardness is not a paramater that requires sampling

Test Method and Minimum Level

Sample ID

Date
Laboratory Work Order

Day

MA - Saltwater 2010 

RGP EFF Limits

\\GZANOR\Jobs\170,000-179,999\171521\171521-52.MPS\RGP Lab Data\Laboratory Reports\1701008 and 1612776.xlsx GZA GeoEnvironmental, Inc.



TREATMENT SYSTEM
Wynn Everett

One Horizon Way
Everett, Massachusetts

File No. 171521.52 
Page 2 of 2
2/3/2017

\\GZANOR\Jobs\170,000-179,999\171521\171521-52.MPS\RGP Lab Data\influent and effluent summary.xlsx GZA GeoEnvironmental, Inc.

Influent Effluent
1/30/2017 1/30/2017
1701591 1701591

231 231
Parameter units

Total Suspended Solids (TSS) mg/L 39 14 30 mg/L SM 2540D (5 mg/L)

Cyanide (CN) ug/L 57.7 BDL (5) 1.0 ug/l Method 335.4 (5 ug/L)

1,2 Dichloroethane (DCA) ug/L BDL (1) 2.8 5.0 ug/l Method 624 (5 ug/L); Method 8260C (5 ug/L)

Trichloroethene (TCE) ug/L BDL (1) BDL (1) 5.0 ug/l Method 624 (5 ug/L); Method 8260C (5 ug/L)

1,4-Dioxane ug/L BDL (1.25) 0.436 Monitor Only Method 522 (0.1 ug/L); Method 8260C (50 ug/L)

Fluorene ug/L 0.26 BDL (0.19) Total PAH = 100 ug/l Method 625 (5 ug/L); 8270D (5 ug/L)

Chloride mg/L 4660 4980 Monitor Only Method 300.0 (0.1 mg/L)

Arsenic ug/L 212 BDL (50) 36 ug/l Method 6010C (20 ug/L); 7010 (3 ug/L); 6020A (1.0 ug/L)

Cadmium ug/L BDL (5) BDL (5) 8.9 ug/l Method 7010 (0.5 ug/L); 6020A (0.2 ug/L)

Chromium III ug/L BDL (20) BDL (20) 100 ug/l Method 6010C (15 ug/L)

Copper ug/L 49.6 BDL (20) 3.7 ug/l Method 6010C (15 ug/L); 6020A (0.5 ug/L)

Lead ug/L BDL (40) BDL (20) 8.5 ug/l Method 6010C (20 ug/L); 7010 (3 ug/L); 6020A (0.2 ug/L)

Nickel ug/L BDL (20) BDL (20) 8.2 ug/l Method 6010C (20 ug/L); 6020A (0.2 ug/L)

Zinc ug/L 407 BDL (50) 85.6 ug/l Method 6010C (15 ug/L); 6020A (5 ug/L)

Iron ug/L 226000 BDL (200) 1,000 ug/l Method 6010C (20 ug/L)

Hardness mg/L 3.17 2.37 N/A N/A

Notes:
1. BDL = below detection limit noted in parantheses.
BOLD = exceeds RGP effluent limits
N/A = not applicable; SM = standard method
2. Hardness is not a paramater that requires sampling

Test Method and Minimum Level

Sample ID
Date

Laboratory Work Order
Day

MA - Saltwater 2010 
RGP EFF Limits
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Appendix D - Laboratory Reports 
 

(Submitted Separately using BWSC126) 
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Appendix E - AirLogics Weekly Reports  



Jan09,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 7.15

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/2/2017 8.29

1/3/2017 18.40

1/4/2017 68.44

1/5/2017 43.92

1/6/2017 65.24

1/7/2017 65.38

1/8/2017 15.63

Wind Summary Statistics

CALM 7%

UW 3%

UW/CW 0%

CW 0%

CW/DW 0%

DW 55%

DW/CW 1%

CW/UW 33%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Filename: \\GZANOR\Jobs\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_01092017\STA1_WEEKLYJan09.xls



Jan09,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 5.97

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/2/2017 6.97

1/3/2017 15.58

1/4/2017 40.26

1/5/2017 42.03

1/6/2017 99.25

1/7/2017 46.46

1/8/2017 0.00

Wind Summary Statistics

CALM 7%

UW 54%

UW/CW 0%

CW 1%

CW/DW 1%

DW 37%

DW/CW 0%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Filename: \\GZANOR\Jobs\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_01092017\STA2_WEEKLYJan09.xls



Jan09,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 13.88

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/2/2017 15.84

1/3/2017 20.34

1/4/2017 44.04

1/5/2017 22.94

1/6/2017 39.35

1/7/2017 31.86

1/8/2017 31.86

Wind Summary Statistics

CALM 7%

UW 6%

UW/CW 0%

CW 0%

CW/DW 0%

DW 58%

DW/CW 0%

CW/UW 29%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Jan09,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 10.90

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/2/2017 52.25

1/3/2017 67.39

1/4/2017 15.91

1/5/2017 19.31

1/6/2017 23.71

1/7/2017 26.63

1/8/2017 35.44

Wind Summary Statistics

CALM 7%

UW 0%

UW/CW 0%

CW 5%

CW/DW 0%

DW 54%

DW/CW 0%

CW/UW 34%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

1/1/2017 1/2/2017 1/3/2017 1/4/2017 1/5/2017 1/6/2017 1/7/2017 1/8/2017 1/9/2017 1/10/2017

P
a

rt
ic

u
la

te
 C

o
n

c
e

n
tr

a
ti
o

n
 (

u
g

/m
3

)

Time

PM-10 Action Level = 1400 ug/m3 15-min PM-10

Filename: \\GZANOR\Jobs\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_01092017\STA4_WEEKLYJan09.xls



Jan16,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 11.60

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/9/2017 256.14

1/10/2017 270.07

1/11/2017 31.93

1/12/2017 47.55

1/13/2017 80.50

1/14/2017 47.19

1/15/2017 0.98

Wind Summary Statistics

CALM 9%

UW 1%

UW/CW 0%

CW 0%

CW/DW 0%

DW 49%

DW/CW 5%

CW/UW 35%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Jan16,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 0.01

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/9/2017 1.01

1/10/2017 0.00

1/11/2017 0.34

1/12/2017 0.15

1/13/2017 0.88

1/14/2017 0.00

1/15/2017 1.01

Wind Summary Statistics

CALM 9%

UW 14%

UW/CW 7%

CW 26%

CW/DW 5%

DW 39%

DW/CW 0%

CW/UW 0%

TOTAL 100%

Loss of power resulted in data loss from 1/9/2017-1/16/2017

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Jan16,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 18.15

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/9/2017 31.86

1/10/2017 77.18

1/11/2017 30.21

1/12/2017 30.12

1/13/2017 25.51

1/14/2017 43.48

1/15/2017 43.24

Wind Summary Statistics

CALM 9%

UW 71%

UW/CW 0%

CW 0%

CW/DW 0%

DW 2%

DW/CW 0%

CW/UW 18%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Jan16,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 10.42

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/9/2017 48.69

1/10/2017 11.47

1/11/2017 11.47

1/12/2017 11.47

1/13/2017 11.47

1/14/2017 11.50

1/15/2017 26.03

Wind Summary Statistics

CALM 9%

UW 0%

UW/CW 0%

CW 48%

CW/DW 0%

DW 4%

DW/CW 2%

CW/UW 37%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

1/8/2017 1/9/2017 1/10/2017 1/11/2017 1/12/2017 1/13/2017 1/14/2017 1/15/2017 1/16/2017 1/17/2017

P
a

rt
ic

u
la

te
 C

o
n

c
e

n
tr

a
ti
o

n
 (

u
g

/m
3

)

Time

PM-10 Action Level = 1400 ug/m3 15-min PM-10

Filename: J:\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_01162017\STA4_WEEKLY_WE_Jan16.xls



Jan23,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 19.59

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/16/2017 57.94

1/17/2017 31.40

1/18/2017 20.49

1/19/2017 48.87

1/20/2017 40.96

1/21/2017 40.96

1/22/2017 40.96

Wind Summary Statistics

CALM 9%

UW 28%

UW/CW 0%

CW 0%

CW/DW 2%

DW 21%

DW/CW 3%

CW/UW 37%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Jan23,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 13.43

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/16/2017 15.64

1/17/2017 20.31

1/18/2017 34.06

1/19/2017 74.44

1/20/2017 165.75

1/21/2017 82.50

1/22/2017 49.76

Wind Summary Statistics

CALM 9%

UW 10%

UW/CW 2%

CW 9%

CW/DW 2%

DW 66%

DW/CW 2%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Jan23,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 19.96

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/16/2017 491.60

1/17/2017 53.97

1/18/2017 57.93

1/19/2017 5.32

1/20/2017 51.04

1/21/2017 49.56

1/22/2017 52.92

Wind Summary Statistics

CALM 9%

UW 29%

UW/CW 0%

CW 0%

CW/DW 0%

DW 35%

DW/CW 0%

CW/UW 27%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Jan23,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 21.50

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/16/2017 38.83

1/17/2017 24.48

1/18/2017 42.38

1/19/2017 35.75

1/20/2017 29.38

1/21/2017 40.81

1/22/2017 52.75

Wind Summary Statistics

CALM 9%

UW 0%

UW/CW 0%

CW 45%

CW/DW 2%

DW 5%

DW/CW 0%

CW/UW 38%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Jan30,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 20.40

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/23/2017 40.96

1/24/2017 40.96

1/25/2017 40.96

1/26/2017 35.73

1/27/2017 61.56

1/28/2017 28.94

1/29/2017 22.90

Wind Summary Statistics

CALM 2%

UW 32%

UW/CW 0%

CW 0%

CW/DW 1%

DW 41%

DW/CW 8%

CW/UW 16%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Jan30,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 7.79

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/23/2017 15.33

1/24/2017 113.25

1/25/2017 22.88

1/26/2017 78.62

1/27/2017 31.38

1/28/2017 22.44

1/29/2017 0.23

Wind Summary Statistics

CALM 2%

UW 5%

UW/CW 4%

CW 29%

CW/DW 9%

DW 52%

DW/CW 0%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Jan30,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 11.39

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/23/2017 37.41

1/24/2017 80.60

1/25/2017 77.95

1/26/2017 25.90

1/27/2017 15.24

1/28/2017 35.94

1/29/2017 29.00

Wind Summary Statistics

CALM 2%

UW 57%

UW/CW 0%

CW 0%

CW/DW 0%

DW 34%

DW/CW 0%

CW/UW 8%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Jan30,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 3.62

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

1/23/2017 58.88

1/24/2017 5.98

1/25/2017 6.05

1/26/2017 9.44

1/27/2017 3.31

1/28/2017 54.53

1/29/2017 2.99

Wind Summary Statistics

CALM 2%

UW 0%

UW/CW 0%

CW 76%

CW/DW 0%

DW 2%

DW/CW 0%

CW/UW 20%

TOTAL 100%

Loss of power resulted in data loss from 1/24/2017-1/28/2017

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Aug15,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 9.64

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

8/8/2016 19.06

8/9/2016 86.75

8/10/2016 74.03

8/11/2016 36.50

8/12/2016 172.48

8/13/2016 24.56

8/14/2016 0.00

Wind Summary Statistics

CALM 0%

UW 100%

UW/CW 0%

CW 0%

CW/DW 0%

DW 0%

DW/CW 0%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Aug15,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Filename: J:\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_08082016\STA2_WEEKLYAug16.xls

Weekly

Data Summary Statistics

PM-10 Avg = 10.18

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

8/8/2016 52.56

8/9/2016 99.52

8/10/2016 216.99

8/11/2016 59.93

8/12/2016 130.12

8/13/2016 25.14

8/14/2016 0.00

Wind Summary Statistics

CALM 0%

UW 0%

UW/CW 0%

CW 0%

CW/DW 0%

DW 100%

DW/CW 0%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

8/7/2016 8/8/2016 8/9/2016 8/10/2016 8/11/2016 8/12/2016 8/13/2016 8/14/2016 8/15/2016 8/16/2016

P
a

rt
ic

u
la

te
 C

o
n

c
e

n
tr

a
ti
o

n
 (

u
g

/m
3

)

Time

PM-10 Action Level = 1400 ug/m3 15-min PM-10







































































































Nov28,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 6.85

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/21/2016 78.68

11/22/2016 19.97

11/23/2016 123.75

11/24/2016 31.50

11/25/2016 74.85

11/26/2016 91.13

11/27/2016 10.65

Wind Summary Statistics

CALM 35%

UW 11%

UW/CW 0%

CW 0%

CW/DW 3%

DW 3%

DW/CW 0%

CW/UW 47%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Nov28,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 3.69

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/21/2016 10.93

11/22/2016 13.69

11/23/2016 20.15

11/24/2016 26.14

11/25/2016 32.98

11/26/2016 21.84

11/27/2016 9.23

Wind Summary Statistics

CALM 35%

UW 5%

UW/CW 0%

CW 0%

CW/DW 0%

DW 57%

DW/CW 3%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Nov28,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 9.68

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/21/2016 10.82

11/22/2016 10.27

11/23/2016 15.51

11/24/2016 39.88

11/25/2016 53.37

11/26/2016 43.67

11/27/2016 19.97

Wind Summary Statistics

CALM 35%

UW 1%

UW/CW 0%

CW 0%

CW/DW 0%

DW 16%

DW/CW 0%

CW/UW 47%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Nov28,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 7.42

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/21/2016 8.61

11/22/2016 0.50

11/23/2016 0.12

11/24/2016 30.59

11/25/2016 49.76

11/26/2016 36.52

11/27/2016 14.74

Wind Summary Statistics

CALM 35%

UW 0%

UW/CW 0%

CW 13%

CW/DW 3%

DW 2%

DW/CW 0%

CW/UW 47%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Dec05,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 7.00

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/28/2016 37.33

11/29/2016 78.94

11/30/2016 226.78

12/1/2016 2.16

12/2/2016 31.05

12/3/2016 4.59

12/4/2016 15.06

Wind Summary Statistics

CALM 15%

UW 13%

UW/CW 0%

CW 0%

CW/DW 1%

DW 18%

DW/CW 1%

CW/UW 53%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Dec05,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 5.34

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/28/2016 33.72

11/29/2016 53.75

11/30/2016 66.84

12/1/2016 25.77

12/2/2016 10.84

12/3/2016 19.91

12/4/2016 1.87

Wind Summary Statistics

CALM 15%

UW 15%

UW/CW 1%

CW 2%

CW/DW 1%

DW 65%

DW/CW 2%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Dec05,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 9.71

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/28/2016 47.57

11/29/2016 68.21

11/30/2016 0.00

12/1/2016 18.52

12/2/2016 15.25

12/3/2016 17.51

12/4/2016 31.76

Wind Summary Statistics

CALM 15%

UW 20%

UW/CW 0%

CW 0%

CW/DW 0%

DW 16%

DW/CW 0%

CW/UW 50%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Dec05,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 5.78

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

11/28/2016 124.97

11/29/2016 181.97

11/30/2016 47.09

12/1/2016 34.00

12/2/2016 2.34

12/3/2016 0.06

12/4/2016 5.74

Wind Summary Statistics

CALM 15%

UW 0%

UW/CW 0%

CW 20%

CW/DW 1%

DW 10%

DW/CW 2%

CW/UW 53%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

11/27/2016 11/28/2016 11/29/2016 11/30/2016 12/1/2016 12/2/2016 12/3/2016 12/4/2016 12/5/2016 12/6/2016

P
a

rt
ic

u
la

te
 C

o
n

c
e

n
tr

a
ti
o

n
 (

u
g

/m
3

)

Time

PM-10 Action Level = 1400 ug/m3 15-min PM-10

Filename: C:\Users\matthew.dion\Documents\Everett 2016\Status Report\December\STA4_WEEKLYDec16.xls



Dec12,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 11.59

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/5/2016 191.19

12/6/2016 63.56

12/7/2016 102.91

12/8/2016 115.66

12/9/2016 48.65

12/10/2016 148.62

12/11/2016 31.08

Wind Summary Statistics

CALM 14%

UW 5%

UW/CW 0%

CW 0%

CW/DW 1%

DW 8%

DW/CW 3%

CW/UW 69%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Dec12,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 10.89

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/5/2016 53.01

12/6/2016 60.34

12/7/2016 126.93

12/8/2016 61.82

12/9/2016 29.75

12/10/2016 21.58

12/11/2016 18.31

Wind Summary Statistics

CALM 14%

UW 5%

UW/CW 0%

CW 3%

CW/DW 2%

DW 74%

DW/CW 2%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Dec12,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 21.46

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/5/2016 100.08

12/6/2016 35.57

12/7/2016 60.53

12/8/2016 50.28

12/9/2016 21.06

12/10/2016 26.53

12/11/2016 33.52

Wind Summary Statistics

CALM 14%

UW 15%

UW/CW 0%

CW 0%

CW/DW 0%

DW 8%

DW/CW 0%

CW/UW 63%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Dec12,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 10.87

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/5/2016 87.29

12/6/2016 14.79

12/7/2016 40.53

12/8/2016 39.34

12/9/2016 17.87

12/10/2016 9.97

12/11/2016 24.68

Wind Summary Statistics

CALM 14%

UW 0%

UW/CW 0%

CW 12%

CW/DW 1%

DW 3%

DW/CW 0%

CW/UW 71%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Dec19,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 16.02

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/12/2016 135.25

12/13/2016 17.60

12/14/2016 126.69

12/15/2016 336.54

12/16/2016 207.44

12/17/2016 127.66

12/18/2016 65.11

Wind Summary Statistics

CALM 3%

UW 0%

UW/CW 0%

CW 0%

CW/DW 0%

DW 9%

DW/CW 4%

CW/UW 84%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Dec19,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 13.10

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/12/2016 94.49

12/13/2016 19.62

12/14/2016 166.26

12/15/2016 119.11

12/16/2016 50.18

12/17/2016 60.90

12/18/2016 53.87

Wind Summary Statistics

CALM 3%

UW 3%

UW/CW 0%

CW 4%

CW/DW 3%

DW 86%

DW/CW 0%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Dec19,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 17.53

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/12/2016 41.33

12/13/2016 23.64

12/14/2016 49.93

12/15/2016 106.13

12/16/2016 75.63

12/17/2016 67.77

12/18/2016 60.59

Wind Summary Statistics

CALM 3%

UW 48%

UW/CW 0%

CW 0%

CW/DW 0%

DW 1%

DW/CW 0%

CW/UW 48%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations
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Dec19,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 12.92

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/12/2016 73.69

12/13/2016 20.50

12/14/2016 38.93

12/15/2016 36.20

12/16/2016 11.44

12/17/2016 675.90

12/18/2016 59.40

Wind Summary Statistics

CALM 3%

UW 0%

UW/CW 0%

CW 9%

CW/DW 0%

DW 2%

DW/CW 0%

CW/UW 86%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Dec26,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 13.47

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/19/2016 15.74

12/20/2016 58.03

12/21/2016 61.36

12/22/2016 82.50

12/23/2016 29.93

12/24/2016 55.56

12/25/2016 14.07

Wind Summary Statistics

CALM 8%

UW 1%

UW/CW 0%

CW 0%

CW/DW 0%

DW 5%

DW/CW 4%

CW/UW 82%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Dec26,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 0.00

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/19/2016 0.00

12/20/2016 0.00

12/21/2016 0.00

12/22/2016 0.00

12/23/2016 0.00

12/24/2016 0.00

12/25/2016 0.00

Wind Summary Statistics

CALM 8%

UW 0%

UW/CW 0%

CW 3%

CW/DW 3%

DW 85%

DW/CW 1%

CW/UW 0%

TOTAL 100%

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Dec26,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 4.25

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/19/2016 519.06

12/20/2016 21.92

12/21/2016 10.00

12/22/2016 5.68

12/23/2016 1.60

12/24/2016 1.49

12/25/2016 1.75

Wind Summary Statistics

CALM 8%

UW 55%

UW/CW 0%

CW 0%

CW/DW 0%

DW 2%

DW/CW 0%

CW/UW 36%

TOTAL 100%

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

12/18/2016 12/19/2016 12/20/2016 12/21/2016 12/22/2016 12/23/2016 12/24/2016 12/25/2016 12/26/2016 12/27/2016

P
a

rt
ic

u
la

te
 C

o
n

c
e

n
tr

a
ti
o

n
 (

u
g

/m
3

)

Time

PM-10 Action Level = 1400 ug/m3 15-min PM-10

Filename: \\GZANOR\Jobs\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_12192016\STA3_WEEKLYDec26.xls



Dec26,2016 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 4.00

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/19/2016 4.62

12/20/2016 0.95

12/21/2016 0.97

12/22/2016 0.82

12/23/2016 14.58

12/24/2016 57.86

12/25/2016 16.11

Wind Summary Statistics

CALM 8%

UW 0%

UW/CW 0%

CW 7%

CW/DW 0%

DW 0%

DW/CW 0%

CW/UW 84%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Jan02,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 2.69

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/26/2016 14.25

12/27/2016 54.56

12/28/2016 28.71

12/29/2016 31.20

12/30/2016 109.56

12/31/2016 30.05

1/1/2017 0.00

Wind Summary Statistics

CALM 12%

UW 3%

UW/CW 0%

CW 0%

CW/DW 0%

DW 27%

DW/CW 5%

CW/UW 53%

TOTAL 100%

Perimeter Air Monitoring Station - STA 1

15-minute average concentrations
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Jan02,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 0.07

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/26/2016 0.08

12/27/2016 0.00

12/28/2016 0.00

12/29/2016 0.04

12/30/2016 0.00

12/31/2016 0.61

1/1/2017 0.61

Wind Summary Statistics

CALM 12%

UW 11%

UW/CW 2%

CW 12%

CW/DW 4%

DW 57%

DW/CW 1%

CW/UW 0%

TOTAL 100%

Loss of power resulted in data loss from 12/26/2016-01/02/2016

Perimeter Air Monitoring Station - STA 2

15-minute average concentrations
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Jan02,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 1.14

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/26/2016 5.98

12/27/2016 1.47

12/28/2016 5.24

12/29/2016 1.83

12/30/2016 6.39

12/31/2016 6.60

1/1/2017 1.83

Wind Summary Statistics

CALM 12%

UW 39%

UW/CW 0%

CW 0%

CW/DW 0%

DW 4%

DW/CW 0%

CW/UW 45%

TOTAL 100%

Loss of power resulted in data gap from 12/26/2016-01/02/2016

Perimeter Air Monitoring Station - STA 3

15-minute average concentrations

0

100

200

300

400

500

600

700

800

900

1000

1100

1200

1300

1400

12/25/2016 12/26/2016 12/27/2016 12/28/2016 12/29/2016 12/30/2016 12/31/2016 1/1/2017 1/2/2017 1/3/2017

P
a

rt
ic

u
la

te
 C

o
n

c
e

n
tr

a
ti
o

n
 (

u
g

/m
3

)

Time

PM-10 Action Level = 1400 ug/m3 15-min PM-10

Filename: J:\170,000-179,999\171521\171521-52.MPS\AirLogics Weekly Reports\WEEKLY_01022017\STA3_WEEKLY_WE_Jan02.xls



Jan02,2017 AirLogics Perimeter Air Monitoring System - Weekly Results

Wynn Casino and Resort Site

Everett, Massachusetts

Weekly

Data Summary Statistics

PM-10 Avg = 4.80

Daily

Data Summary Statistics

PM10 max= (15Min Avg)

12/26/2016 5.76

12/27/2016 16.00

12/28/2016 19.13

12/29/2016 71.02

12/30/2016 14.56

12/31/2016 9.18

1/1/2017 17.46

Wind Summary Statistics

CALM 12%

UW 0%

UW/CW 0%

CW 26%

CW/DW 0%

DW 6%

DW/CW 1%

CW/UW 55%

TOTAL 100%

Perimeter Air Monitoring Station - STA 4

15-minute average concentrations
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Proactive by Design 

 

Appendix F - Asbestos Laboratory Reports 
 

(Submitted Separately using BWSC126) 
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